Environmental Protection Agency

National Emission Standards for Haz-
ardous Air Pollutant Standards from
Off-Site Waste and Recovery Oper-
ations.

§63.948 Reporting requirements.

Owners and operators that use a sur-
face impoundment equipped with a
fixed-roof and vented through a closed-
vent system to a control device in ac-
cordance with the provisions of §63.943
of this subpart shall prepare and sub-
mit to the Administrator the reports
required for closed-vent systems and
control devices in accordance with the
requirements of §63.693 in 40 CFR part
63, subpart DD—National Emission
Standards for Hazardous Air Pollutant
Standards from Off-Site Waste and Re-
covery Operations.

Subpart RR—National Emission
Standards for Individual Drain
Systems

SOURCE: 61 FR 34193, July 1, 1996, unless
otherwise noted.

§63.960 Applicability.

(@) The provisions of this subpart
apply to the control of air emissions
from individual drain systems for
which another subpart of 40 CFR parts
60, 61, or 63 references the use of this
subpart for such air emission control.
These air emission standards for indi-
vidual drain systems are placed here
for administrative convenience and
only apply to those owners and opera-
tors of facilities subject to the other
subparts that reference this subpart.
The provisions of 40 CFR part 63, sub-
part A—General Provisions do not
apply to this subpart except as noted in
the subpart that references this sub-
part.

(b) [Reserved]

§63.961 Definitions.

All terms used in this subpart shall
have the meaning given to them in the
Act and in this section. If a term is de-
fined in both this section and in an-
other subpart that references the use of
this subpart, then the definition in this
subpart shall take precedence when im-
plementing this subpart.

§63.961

Closure device means a cap, cover,
hatch, lid, plug, seal, valve, or other
type of fitting that, when the device is
secured in the closed position, prevents
or reduces air emissions to the atmos-
phere by blocking an opening to the in-
dividual drain system. Closure devices
include devices that are detachable
(e.g., a plug or manhole cover), manu-
ally operated (e.g., a hinged access lid
or hatch), or automatically operated
(e.g., a spring-loaded pressure relief
valve).

Hard-piping means pipe or tubing
that is manufactured and properly in-
stalled in accordance with relevant
standards (e.g., ANSI B31-3) and good
engineering practices.

Individual drain system means a sta-
tionary system used to convey regu-
lated-material to a waste management
unit or to discharge or disposal. The
term includes hard-piping, all drains
and junction boxes, together with their
associated sewer lines and other junc-
tion boxes (e.g., manholes, sumps, and
lift stations) conveying regulated-ma-
terial. For the purpose of this subpart,
an individual drain system is not a
drain and collection system that is de-
signed and operated for the sole pur-
pose of collecting rainfall runoff (e.g.,
stormwater sewer system) and is seg-
regated from all other individual drain
systems.

Junction box means a sump, manhole,
or access point to a sewer line or a lift
station.

Regulated-material means the waste-
water streams, residuals, and any other
materials specified by the referencing
subpart to be managed in accordance
with the standards under this subpart.

Sewer line means a lateral, trunk
line, branch line, or other conduit used
to convey regulated-material to a
downstream waste management unit.
Sewer lines include pipes, grates, and
trenches.

Waste management unit means the
equipment, structure, or device used to
convey, store, treat, or dispose of regu-
lated-material. Examples of waste
management units include: wastewater
tanks, surface impoundments, indi-
vidual drain systems, and biological
wastewater treatment units. Examples
of equipment that may be waste man-
agement units include containers, air
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